


DIDRO
PLUS

Incluye driver y LED / Includes driver and LED 

Ref.                                Color / Colour                                Lúmenes                               W 
234L 01 13 84            Blanco / White                                   1522                                 13w
234L 01 26 84            Blanco / White                                   3045                                 26w
234L 01 31 84            Blanco / White                                   4060                                 31w

DIDRO PLUS - 1 Foco / 1 Lamp

OPCIONES LED / OPTIONS LED        Ref. 83        Ref. 84         Ref. 85
CRI>80 / Temp. de color / Colour temperature W         3000ºK         4000ºK          5000ºK

Lúmenes / Lumens Osram Oslon SSL 13w         1470             1522             1575

26w         2940             3045             3150

31w         3920             4060             4200

2x13w       2940             3044             3150

2x26w       5880             6090             6300

2x31w       7840             8120             8400

SUPERFICIE / SURFACE

01
Blanco
White

02
Negro
Black

52
Cromo mate
Matt chrome

58
Antracita
Anthracite

* Se suministra de manera estándar con ángulo de máxima apertura (54º).
* Standardly supplied with maximun lamp opening angle (54º).
* Se suministra de manera estándar con lámpara 4000º K.
* Standardly supplied with 4000º K lamp.

Incluye driver y LED / Includes driver and LED 

Ref.                                Color / Colour                                Lúmenes                              W 
235L 01 13 84            Blanco / White                                   3044                              2x13w
235L 01 26 84            Blanco / White                                   6090                              2x26w
235L 01 31 84            Blanco / White                                   8120                              2x31w

DIDRO PLUS - 2 Focos / 2 Lamps



Driver

Ref. DR Driver regulable 1-10v / Dimmable driver 1-10v 

Ref. DRD Driver regulable Dali / Dimmable driver Dali 

Icremento respecto a la lámpara / Rough price increase of lamp 

Ref. LPF LEDs Pescado / Fish - 4000K - CRI>90

Ref. LPB LEDs Pan / Bread - 3000K - CRI>90                                                                           

Ref. LCM LEDs Tono rosa (Carne) / Pink tone (Meat)                             

Ref. LVV LEDs Verd. y fruta / Veg. and fruit - 4000K - CRI>90             

Ref. 817 LEDs Bodegas / Wineries  - 1700ºK                                         

Lámpara / Lamp

Ref. CRI90 CRI > 90 

Ref. 16 Ángulo de apertura 16º / Opening angle 16º

Ref. 28 Ángulo de apertura 28º / Opening angle 28º

Ref. 3410 Cierre reflector mate / Close reflector matt 

LED monocolor

Ref.                            Lamp                Color / Colour LED.                   W                 
R / G / B                     LED                         /   /                            13w
R / G / B                     LED                         /   /                            26w
R / G / B                     LED                         /   /                           31w

Iluminación de superficie en proyección, con una
orientación perfecta gracias a su diseño de 360º de
rotación y 270º de ángulo de proyección.

Semiconductores de última generación Osram
Oslon SSL y la posibilidad de diferentes ángulos de
apertura, temperaturas de color y la incorporación
de drivers regulables.

Incluye driver y LED / Includes driver and LED 

Ref.                                Color / Colour                                Lúmenes                              W 
236L 01 13 84            Blanco / White                                   4566                              3x13w
236L 01 26 84            Blanco / White                                   9135                              3x26w
236L 01 31 84            Blanco / White                                  12180                             3x31w

DIDRO PLUS - 3 Focos / 3 Lamps
Incluye driver y LED / Includes driver and LED 

Ref.                                Color / Colour                                Lúmenes                              W 
237L 01 13 84            Blanco / White                                   6088                              4x13w
237L 01 26 84            Blanco / White                                  12180                             4x26w
237L 01 31 84            Blanco / White                                  16240                             4x31w

DIDRO PLUS - 4 Focos / 4 Lamps

OPCIONES LED / OPTIONS LED        Ref. 83        Ref. 84         Ref. 85
CRI>80 / Temp. de color / Colour temperature W         3000ºK         4000ºK          5000ºK

Lúmenes / Lumens Osram Oslon SSL 3x13w       4410             4566             4725

3x26w       8820             9135             9450

3x31w      11760          12180           12600

4x13w       5880             6088             6300

4x26w      11760          12180           12600

4x31w      15280          16240           16800

Surface illumination in projection, with a perfect
orientation thanks to its design of 360º rotation and
270º projection angle.

Semiconductors of last generation Osram Oslon
SSL and the possibility of different angles of ope-
ning, color temperatures and the incorporation of
adjustable drivers.
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